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Stop lamps. Lamps shown to the rear
of a motor vehicle to indicate that the
service brake system is engaged.

Tail lamps. Lamps used to designate
the rear of a motor vehicle.

Turn signals. Lamps used to indicate
a change in direction by emitting a
flashing light on the side of a motor ve-
hicle towards which a turn will be
made.

Upper coupler assembly. A structure
consisting of an upper coupler plate,
king-pin and supporting framework
which interfaces with and couples to a
fifth wheel.

Upper coupler plate. A plate structure
through which the king-pin neck and
collar extend. The bottom surface of
the plate contacts the fifth wheel when
coupled.

Wheels back vehicle. (1) A trailer or
semitrailer manufactured on or after
January 26, 1998, whose rearmost axle
is permanently fixed and is located
such that the rearmost surface of the
tires (of the size recommended by the
vehicle manufacturer for the rear axle)
is not more than 305 mm (12 inches)
forward of the transverse vertical plane
tangent to the rear extremity of the
vehicle.

(2) A motor vehicle, not described by
paragraph (1) of this definition, whose
rearmost axle is permanently fixed and
is located such that the rearmost sur-
face of the tires (of the size rec-
ommended by the vehicle manufac-
turer for the rear axle) is not more
than 610 mm (24 inches) forward of the
transverse vertical plane tangent to
the rear extremity of the vehicle.

Width of a manufactured home. The
largest exterior width in the traveling
mode, including any projections which
contain interior space. Width does not
include bay windows, roof projections,
overhangs, or eaves under which there
is no interior space.

[53 FR 49384, Dec. 7, 1988, as amended at 63
FR 8339, Feb. 18, 1998; 63 FR 24465, May 4,
1998; 64 FR 47707, Sept. 1, 1999]

§ 393.7 Matter incorporated by ref-
erence.

(a) Incorporation by reference. Part 393
includes references to certain matter
or materials. The text of the materials
is not included in the regulations con-
tained in part 393. The materials are

hereby made a part of the regulations
in part 393. The Director of the Federal
Register has approved the materials in-
corporated by reference in accordance
with 5 U.S.C. 552(a) and 1 CFR part 51.
For materials subject to change, only
the specific version approved by the Di-
rector of the Federal Register and spec-
ified in the regulation are incor-
porated. Material is incorporated as it
exists on the date of the approval and
a notice of any change in these mate-
rials will be published in the FEDERAL
REGISTER.

(b) Availability. The materials incor-
porated by reference are available as
follows:

(1) Standards of the Underwriters
Laboratories, Inc. Information and cop-
ies may be obtained by writing to: Un-
derwriters Laboratories, Inc., 333
Pfingsten Road, Northbrook, Illinois
60062.

(2) Specifications of the American
Society for Testing and Materials. In-
formation and copies may be obtained
by writing to: American Society for
Testing and Materials, 1916 Race
Street, Philadelphia, Pennsylvania
19103.

(3) Specifications of the National As-
sociation of Chain Manufacturers. In-
formation and copies may be obtained
by writing to: National Association of
Chain Manufacturers, P.O. Box 3143,
York, Pennsylvania 17402–0143.

(4) Specifications of the Web Sling
and Tiedown Association. Information
and copies may be obtained by writing
to: Web Sling and Tiedown Association,
Inc., 710 East Ogden Avenue, suite 113,
Naperville, Illinois 60563.

(5) Manuals of the Wire Rope Tech-
nical Board. Information and copies
may be obtained by writing to: Wire
Rope Technical Committee, P.O. Box
849, Stevensville, Maryland 21666.

(6) Standards of the Cordage Insti-
tute. Information and copies may be
obtained by writing to: Cordage Insti-
tute, 350 Lincoln Street, No. 115,
Hingham, Massachusetts 02043.

(7)–(9) [Reserved]
(10) All of the materials incorporated

by reference are available for inspec-
tion at:

(i) The Department of Transportation
Library, 400 Seventh Street, SW.,
Washington, DC 20590 in room 2200.
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These documents are also available for
inspection and copying as provided in
49 CFR part 7, appendix D; and

(ii) The Office of the Federal Reg-
ister, 800 North Capitol Street, NW.,
suite 700, Washington, DC.

[59 FR 34712, July 6, 1994, as amended at 59
FR 34718, July 6, 1994]

Subpart B—Lighting Devices, Re-
flectors, and Electrical Equip-
ment

§ 393.9 Lamps operable.
All lamps required by this subpart

shall be capable of being operated at
all times.

(49 U.S.C. 304, 1655; 49 CFR 1.48(b) and 301.60)

[47 FR 47837, Oct. 28, 1982]

§ 393.11 Lighting devices and reflec-
tors.

The following Table 1 sets forth the
required color, position, and required
lighting devices by type of commercial
motor vehicle. Diagrams illustrating
the locations of lighting devices and
reflectors, by type and size of commer-
cial motor vehicle, are shown imme-
diately following Table 1. All lighting
devices on motor vehicles placed in op-
eration after March 7, 1989, must meet
the requirements of 49 CFR 571.108 in
effect at the time of manufacture of
the vehicle. Motor vehicles placed in
operation on or before March 7, 1989,
must meet either the requirements of
this subchapter or part 571 of this title
in effect at the time of manufacture.
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